
ERW-HOLLOW SECTION SQUARE TUBE
The most widely used welding system, the electric-resistance welding (ERW) line, starts with a descaled hot-rolled strip that is first slit into coils of a specific width to fit a 

desired tube diameter. In the entry section is an uncoiler, a welder that joins the ends of coils for continuous operation, and a looping pit, which permits constant welding 

rates of, typically, three metres per minute. Several consecutive forming rolls then shape the strip into a tube with a longitudinal seam on top.

Our Structural tubing has high material strength low carbon alloy which is high concentricity producing uniform wall thickness and microstructure, will remain uniform weld. 

after heat treatment.

ERW (electric resistance welded) steel tubing produced in hot rolled (HR), cold rolled (CR), and pre-galvanized(P-GI) materials with different sizes from 12 X 12 mm up-to 120 

X 120 mm whereas thickness ranges from 0.80 mm to 6.00 mm. We can supply as per customer required length, based on economic order quantity. Followed by ASTM A-500 M, 

DIN 2395 Standard & other equivalent standard.

Usage of ERW Square tube: Mechanical, manufacturing, Construction, Automobile manufacturing, Shipbuilding, Electricity. Typical market sectors for the use of ERW would 

include Furniture, Fabrications, Display/Shop fittings, Storage/Racking, Automotive.
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Square Hollow Section Tube (SHS) 0.472 X 0.472 12 X 12 0.031 0.80 0.059 1.50 500

Square Hollow Section Tube (SHS) 0.590 X 0.590 15 X 15 0.031 0.80 0.079 2.00 361

Square Hollow Section Tube (SHS) 0.629 X 0.629 16 X 16 0.031 0.80 0.079 2.00 361

Square Hollow Section Tube (SHS) 0.748 X 0.748 19 X 19 0.031 0.80 0.079 2.00 256

Square Hollow Section Tube (SHS) 0.787 X 0.787 20 X 20 0.031 0.80 0.079 2.00 256

Square Hollow Section Tube (SHS) 0.984 X 0.984 25 X 25 0.031 0.80 0.094 2.40 169

Square Hollow Section Tube (SHS) 1.181 X 1.181 30 X 30 0.031 0.80 0.110 2.80 144

Square Hollow Section Tube (SHS) 1.496 X 1.496 38 X 38 0.031 0.80 0.157 4.00 081

Square Hollow Section Tube (SHS) 1.574 X 1.574 40 X 40 0.031 0.80 0.157 4.00 081

Square Hollow Section Tube (SHS) 1.968 X 1.968 50 X 50 0.393 1.00 0.157 4.00 064

Square Hollow Section Tube (SHS) 2.362 X 2.362 60 X 60 0.393 1.00 0.236 6.00 049

Square Hollow Section Tube (SHS) 2.756 X 2.756 70 X 70 0.039 1.00 0.236 6.00 036

Square Hollow Section Tube (SHS) 2.952 X 2.952 75 X 75 0.039 1.00 0.236 6.00 036

Square Hollow Section Tube (SHS) 3.149 X 3.149 80 X 80 0.047 1.20 0.236 6.00 025

Square Hollow Section Tube (SHS) 3.543 X 3.543 90 X 90 0.059 1.50 0.236 6.00 025

Square Hollow Section Tube (SHS) 3.937 X 3.937 100 X 100 0.059 1.50 0.236 6.00 020

Square Hollow Section Tube (SHS) 4.724 X 4.724 120 X 120 0.079 2.00 0.236 6.00 012
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